
 
 
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Compact. Intuitive. Purpose-Built. 
 

Xplorer 
A rugged, compact drone system built for industrial missions. Designed for operators who demand 
fast deployment, rock-solid reliability, and seamless integration without added complexity, the 
Xplorer delivers professional-grade performance in the field. 
 
 

Key Features:  
 

●​ Hot-Swappable Smart Battery System (Up to 45mins flight time) 
●​ 4.5 lbs (2 kg) Payload Capacity 
●​ Integrated Forward Facing Camera 
●​ High Precision GNSS with RTK Capabilities (Fixed Base and NTRIP RTK Corrections) 
●​ Forward Facing Obstacle Avoidance Sensor 
●​ Multi-Payload Attachment (Supports Various Payload Ecosystems) 
●​ Downward Facing Rangefinder for Precise Altitude Tracking 
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Specifications 
 

General 

Payload Capacity  4.5 lbs (2kg) Max Speed 45 mph (20 m/s) 

Empty Weight 7 lbs (3.1kg) Wind Rating 27 mph (12 m/s) 

Operating Temperature -4F to 113F (-20 C to 45 C) Operating Voltage 6S (22.2v) 

Flight System 

Autopilot Cube Orange Plus RTK Corrections Fixed base* and NTRIP 

Default Flight Modes Altitude Hold, Loiter, 
Auto, Return To Launch 

GNSS Systems GPS, GLONASS, Galileo 
and BeiDou + SBAS and 
QZSS 

Flight Battery  

Energy (Watt-hour) 216 Wh Weight (per battery) 2.2 lbs (1kg) 

Voltage 22.2v (6s) Chemistry Li-ion 

Peripherals and Sensors 

Forward Facing 
Obstacle Avoidance 

Laser-based sensor, up to 
50m detection range 

Downward Facing 
Rangefinder 

Laser-based sensor, up 
to 95m detection range 

FPV Video Feed IP-Based FPV Camera External Power  24v (XT30) 

Controller 

Display 7’’ 1080P 1000nits LCD 
Touch Screen 

Effective Range Up to 3 miles (5 km) 

Frequency Band 2.4 GHz & 5.8 GHz External Interfaces USB A/C, Ethernet, 
HDMI 

Operating Temperature -4F to 113F (-20 C to 45 C) Battery Li-ion (10.4 Ah @ 7.2v) 

 
All features and specifications are subject to change without notice 
*RTK correction using the Fixed Base method requires a separate base station, which is not included by default. 
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Technical Dimensions 
 
Front View  

 
Top View 
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Flight Time Chart  

 
 
*The estimated flight time above is tested with 10% battery remaining after the Xplorer has landed.  
 
*Tests were conducted <900ft above sea level at 18 C (65 F). Results may vary depending on altitude, air density, or 
additional accessories powered by the batteries. ​
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